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19 CFR Ch. I (4–1–06 Edition) § 115.31 

requirements of Annex 7 of the Cus-
toms Convention on the International 
Transport of Goods Under Cover of TIR 
Carnets (TIR Convention), November 
14, 1975 (TIAS), and Annex 4 of the Cus-
toms Convention on Containers (Con-
tainer Convention), December 2, 1972. 
Copies of Annex 7 and Annex 4 may be 
obtained from the Headquarters, U.S. 
Customs Service, Office of Field Oper-
ations, 1300 Pennsylvania Avenue, NW., 
Washington, DC 20229. 

[T.D. 86–92, 51 FR 16161, May 1, 1986, as 
amended by T.D. 99–27, 64 FR 13675, Mar. 22, 
1999] 

§ 115.31 Examination, inspection, and 
testing. 

(a) Before the issuance of a certifi-
cate of approval by design type, the 
Certifying Authority shall: 

(1) Make a physical examination of 
one or more containers of the produc-
tion series concerned; 

(2) Assure itself as to the adequacy of 
the manufacturer’s system to control 
quality of materials used, manufac-
turing methods, and finished con-
tainers; and 

(3) Require the manufacturer to 
make available to the Certifying Au-
thority records of material, including 
affidavits furnished by suppliers. 

(b) The Certifying Authority shall 
conduct such examinations, inspec-
tions, and tests of the production run 
containers as it deems necessary. 

§ 115.32 Approval plates. 

The manufacturer shall affix, in a 
clearly visible place on or near one of 
the doors or other main openings of 
each container manufactured to the ap-
proved design, a metal approval plate 
measuring at least 20 by 10 centimeters 
(7.8 by 3.9 inches). The following shall 
be embossed on or stamped into the 
surface of the approval plate: 

(a) ‘‘Approved for transport under 
Customs seal.’’ 

(b) ‘‘USA/(number of the certificate 
of approval)/(last two digits of year of 
approval).’’ (e.g. ‘‘USA/1600/84’’ means 
‘‘United States of America certificate 
of approval number 1600, issued in 
1984).’’ A two digit alpha suffix may be 
added to the certificate of approval 
number to identify the Certifying Au-

thority, e.g., USA/1600–AB/85, USA/1600– 
IB/85. 

(c) Identification of the type of con-
tainer and of the number of the con-
tainer in the type series. 

(d) The serial number assigned to the 
container by the manufacturer (manu-
facturer’s number). 

§ 115.33 Termination of approval. 
Any container, the essential features 

of which are changed, shall no longer 
be covered by the design type approval. 
Such a container may be made avail-
able to a Certifying Authority for in-
spection and individual approval in ac-
cordance with subpart D of the part. 
However, repairs in kind do not con-
stitute a change of the essential fea-
tures. 

Subpart D—Procedures for Ap-
proval of Containers After 
Manufacture 

§ 115.37 General. 
This subpart provides for the ap-

proval and certification of containers 
after manufacture, and for those al-
tered so as to void their design type ap-
proval. 

§ 115.38 Application. 
A written request for approval of a 

container after manufacture may be 
made by the owner or operator to a 
Certifying Authority and must include 
the following: 

(a) Three copies, each no longer than 
3 feet by 4 feet, of the Customs and 
TIR/Container plan; 

(b) Customs and TIR/Container plan 
number; 

(c) Three copies of the specifications 
which include the following informa-
tion: 

(1) Type of container; 
(2) Name and business address of ap-

plicant; 
(3) Identification marks and num-

bers; 
(4) Tare weight; 
(5) Nominal overall dimensions in 

centimeters; 
(6) Type of construction and essential 

particulars of structure (nature of ma-
terials, coating system used, parts 
which are reinforced, whether bolts are 

VerDate Aug<31>2005 13:04 Apr 18, 2006 Jkt 208059 PO 00000 Frm 00584 Fmt 8010 Sfmt 8010 Y:\SGML\208059.XXX 208059


